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OS

Processor

Memory

Display

Wireless Communication

Magnetic Card Reader

Smart Card Reader

Contactless Card Reader
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RTOS

32-bit high performance secure processor

512KB SRAM, 512KB+4MB  FLASH

Bluetooth 4.2

Triple track, bi-directional, conforming to ISO 7810/7811/7813

EMV L1/L2, conforming to ISO 7816, 1.8V/3V/ 5V, synchronous & asynchronous, T=0 & T=1

EMV Contactless L1, conforming to ISO 14443 Type A/B,  Mifare , Felica

512KB SRAM, 512KB+8MB  FLASH

1.7-inch monochrome LCD display, resolution of 128 x 64, with backlight

Audio

Keypad

Peripheral Ports

Battery

Power Supply
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1 x Buzzer

1 x Power Button,5 x Function Keys,10 x Numeric Keys

1 x Type C port (Power and communication)

Polymer Battery, 3.7V/470mAh/1.74Wh 

Input: 100-240V AC 50/60Hz          Output: 5.0V DC, 0.5A

Pocket-size and compact design,
easy to carry.

Secured Chip card and
Mag-stripe card acceptance.

Integrated Contactless card reader
to support Tap-to-Pay and e-wallets.

102.7mm (L) x 55.8mm (W) x 16.5mm (H)

100g including battery 

Operating Temperature: 0℃～40℃ (32℉~104℉)

Storage Temperature: -20℃～70℃ (-4℉~158℉)

Relative Humidity: 5%～95% (Non-condensing)

PCI PTS 6.x, EMV L1/L2, EMV L2, EMV Contactless L1, PayPass, payWave, American ExpressPay, Discover D-PAS,

UnionPay QuickPass, JCB, TQM, ABECS, Anatel, CE, RoHS, BIS, MCCS

Dimensions

Weight

Weight

Certifications
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Dimensions and weight may vary slightly depending on the module configuration

Please contact Newland NPT sales to obtain the latest and detailed certification information

Optional


